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Type Part Number  Type Part Number  
PA240 HD EU 2313 0200 PA240 HD US 2314 0200 
 
 

Electrical Specifications 
 PA240 HD EU PA240 HD US 
Frequency range: 865 - 868 MHz 902 - 928 MHz 
Antenna gain: typ. 8 dBi typ. 8 dBi 
Halfpower beamwidth 70° 70° 
Down tilt 10° 10° 
Front to Back ratio: >16 dB >16 dB 
Axial ratio @ beam center:  < 1 dB < 1 dB 
Polarization: Circular right Circular right 
Impedance: 50 Ohm 50 Ohm 
Return Loss: > 18 dB @25°C > 18 dB @25°C 
Max. Input power: 5 W (CW) 5 W (CW) 
Max. Transmitting power 2 WERP (CE) 4 WEIRP (FCC) 
 

Mechanical Specifications 
 PA240 HT EU PA240 HT US 

Connection: 3m Spuma FR coax with SMA (male) 
Net weight: ca. 2500 gr. ca. 2500 gr. 
Degree of protection: IP 67 (acc. to IEC 60529),  IP 67 (acc. to IEC 60529), 
Operating temperature: -25° C to +85° C -25° C to +85° C 
Dimension: 240 x 240 x 42 mm 240 x 240 x 42 mm 
Materials: Teflon and stainless steel Teflon and stainless steel 
Colour: Blank steel Blank steel 
Mounting option: 4x holes, d = 6mm in pitch 200x200mm + 2x holes, d = 6mm 

Mounting instructions: 

The antenna must be attached to at least 4 points! 
Ca. 80mm away from the base plate, an additional cable fixation is 

required to make the cable attachment vibration-proof!  
Bend the cable only after fixation with a radius not smaller than 40mm. 
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